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100% made in the USA

Analog Video by  
Exacq Technologies 
o	Video capture card 
	 designed and 
	 manufactured by 
	 exacq technologies
o	Available in all 
	 Z-Series Hybrid servers
o	Up to 64 analog video 
	 channels per Hybrid 
	 server

Never lose power*
o	Two redundant 
	 power supplies
	 *In the event of a 
		  failed power supply

		  IP Camera		  Hybrid

Z-Series Models	 2U	 3U	 4U	 4U

IP Cameras		  8 licenses included. Expandable to 96 per server.
IP Compression Formats		  H.264/MPEG-4/MJPEG – camera dependent
Analog Inputs		  0		  16/32/48/64
Analog Compression		  N/A		  MPEG-4/MJPEG
Analog Frame Rate (NTSC)		  N/A		  120/240/480/960/1440/1920
Analog Frame Rate (PAL)		  N/A		  100/200/400/800/1200/1600

Max. Hard Disk Drives	 8	 16	 20	 20
Max. HD Storage	 16TB	 32TB	 40TB	 40TB
RAID Configuration	 RAID-5	 RAID-6	 RAID-6	 RAID-6
Removable HDD			   YES
Hot-Swappable Drives			   YES
Solid State Drive (SSD)		  Yes (runs OS and Server Application)
Serial Connection		  RS-232		  RS-485(PTZ) & RS-232
DVD/CD RW			   YES
Keyboard & Mouse			   YES
NIC			   2 (Up to 6)

Server OS		  Windows 7 Pro or Server 2003 or Server 2008 /  Ubuntu Linux 8.04
OS Location			   Solid State Drive (SSD)
Processor			  Quad-Core Intel® Xeon®
RAM			   4GB DDR2 RAM
Redundant Power Supply			   YES

USB Ports			   6
VGA Output			   1 (VGA)
Alarm Inputs		  0		  16/32/8/8TTL
Alarm Outputs		  0		  15/30/1/1
Video Outputs		  0		  1-4 spot & mux BNC
Audio Inputs		  0		  4/8/1/1

Watchdog Timer			   Included
Warranty			   3 years, parts & labor
Regulatory		  CE (Class A), FCC (Class A)

Height (in/cm)	 3.5”/8.89	 5.25”/13.34	 7”/17.8	 7”/17.8
Width (in/cm)	 19”/48.3	 19”/48.3	 19”/48.3	 19”/48.3
Depth (in/cm)	 27.25”/69.23	 27.25”/69.23	 28.5”/72.39	 28.5”/72.39
U-Size (rackmount)	 2	 3	 4	 4
Weight (lbs/kg)	 37.5-52.5 lbs/	 40.5-71 lbs/	 46-84 lbs/	 46-84 lbs/
	 17.01-23.81 kg	 18.37-32.21 kg	 20.87-38.1 kg	 20.87-38.1 kg


